TAMILNADU INDUSTRIAL EXPLOSIVES LIMITED

(A Government of Tamil Nadu Enterprise)

Factory-Tel post, Vellore 632 059, Tel.0416-2296771-772/2295375 (Dir.)
Fax:0416-2296768-769, e.mail : tniel.dmpur@gmail.com
  TENDER NOTICE





               =================



Sealed Tenders are invited from Reputed Manufacturers/Dealers for supply of Chemicals & Packing materials worth around  7.3 Crores as per the specifications  for the month of  June, July & August-2010.

The tender documents can also be had in person from the General Manager during Factory Working Hours and also at our Registered Office, Chennai from  27.05.2010.

The tender documents can be downloaded from www.tniel.net. and Tender fee of Rs.750/- to be paid along with the offer.  The  Tenders shall be submitted in person or by post/courier at the address given below on or before the scheduled time i.e., 11.06.2010 at 02.30PM.  The tender documents to be sent to The Managing Director, Tamilnadu Industrial Explosives Ltd., #735, LLA Building,           1st Floor,  Anna Salai,  Chennai 600 002,  Tel.No. 044-28412003/28412004 within the due date in a sealed envelope.

The last date for receipt  of tenders will be  11.06.2010 at 02.30PM  in R.O, Chennai. The tender will be opened  on 11.06.2010 at 03.00PM.
	
	Name of the Raw Materials
	Qty.in Kgs,

	1
	ALUMINIUM ROD(9.52mm)
	18000

	2
	ACETONE 
	18000

	3
	COPPER WIRE 1.7mm
	5000

	4
	MICRO CRYSTAL WAX
	22000

	5
	PARAFIN WAX
	30000

	6
	SODIUM PERCHLORATE
	58750

	7
	AL. FLAKE POWDER 
	14000

	8
	AMMONIUM NITRATE (MELT)
	2450000

	9
	SODIUM NITRATE
	235000

	10
	CON. NITRIC ACID (98%)
	225000

	11
	NITRIC ACID (72.8%)
	150000

	12
	G.I WIRE (25.5 SWG)
	60000

	13
	MONO METHYL AMINE(ANHYDROUS)
	55000

	14
	PP YARN
	15000

	15
	SUGAR
	34000


                                                                                         MANAGING DIRECTOR

TAMILNADU INDUSTRIAL EXPLOSIVES LIMITED

(A Government of Tamil Nadu Enterprise )

Factory  : TEL Post, Vellore 632 059, VELLORE DT.,TAMILNADU

Fax :  (0416) 2296768/2296769 Phone : 2295375 (Dir.)/2296771/ 2296772
E Mail address: tniel.dmpur@gmail.com
---------------------------------------------------------------

Ref.No.PD/Advt/


                 Dt.

 Dear Sirs,

Sub: Tender for procurement of Raw  Materials, Packing Materials & Other   Stores for the month of   - Tender documents - Forwarding of - Reg.
  

Ref:   
Yr.Lr.No.            dt.





          x-x-x

  

With reference to your above letter, we are forwarding herewith our tender documents for supply of following material/s:-

     

PERIOD 
     
:

  

MATERIALS     
:

   
    We request  you   to   send   your  offer along with tender fee of Rs.750/-   in  the  Proforma  enclosed  herewith. Your offer should  reach us before  2.30 PM on       and the same will be opened in the presence of the tenderers on       at  3.00 PM at our Chennai Office as indicated in the document.  The terms & conditions enclosed herewith shall also form part and parcel of the tender documents.   Kindly ensure that, your offer reaches us on or before the due date and time.

            Your  offer  in  Sealed  Cover  may  be  addressed   to   The   Managing  Director, M/s Tamilnadu Industrial Explosives  Limited, # 735, I Floor, LLA Building,  Anna Salai, CHENNAI 600 002.  The Tender Number, Name of the Material and due date of opening should be super scribed on the envelope.

     
Thanking you,





         Yours faithfully,

                for TAMILNADU INDUSTRIAL EXPLOSIVES LIMITED




             AUTHORISED SIGNATORY

Encl: a/a

1. Terms & Conditions

2. Proforma for submission of offer

3. Proforma for furnishing of information about the supplier

4. Specification
------------------------------------------------------------

   Regd.Office :#735, IFloor, LLA Building, Anna Salai, Chennai-600002

    Phone       : (044) 28412003, 28412004    Fax : (044) 28412006
TAMILNADU INDUSTRIAL EXPLOSIVES LIMITED

VELLORE 632 059

--------------------------------------------------------

TERMS AND CONDITIONS  :

1.  LOCATION :  Tamil Nadu Industrial Explosives Limited, a Government of Tamilnadu Enterprise, hereinafter referred to as TEL, engaged in the manufacture & marketing of MMAN, Telmix Explosives, Slurry Explosives, Emulsion Explosives,  Detonators and Detonating Fuse is located on the Vellore-Chittoor Highway, about 13 Kms. from Vellore and about 8 Kms. from Katpadi Railway Station in Vellore District of Tamilnadu.

2.  RATE    : The rate quoted should be on F.O.R. TEL Factory, Vellore basis.  The offer should be submitted as per the proforma enclosed herewith.  The rate quoted should be firm for 3 months during the currency of the contract.

3.  PERIOD OF CONTRACT : The Contract is for a period of TWO MONTHS  from the date of placement of order by us.

4.   QUANTITY   :  The quantity indicated in the tender is tentative and may vary to the extent of 10-15% on either side.

5.   VALIDITY OF OFFER : The offer should be valid for a minimum period of 90 days from the date of opening of tender for our acceptance.

6.   E.M.D.  : Earnest Money Deposit at the rate of 1% of the quoted value should be submitted along with the tender by way of Demand Draft/Bankers cheque drawn in favour of Tamilnadu Industrial Explosives Limited (payable at Vellore).  The offer will not be considered unless the offer is accompanied by EMD.  EMD of the unsuccessful tenderers will be returned after finalisation of the Order placement.
7.   EXCISE DUTY   : The rate of excise duty applicable on the product should be clearly specified in the quotation.  The tenderer should also indicate their Central Excise Registration Number for our reference and records.  If they are eligible for concessional rate of excise duty, they should clearly indicate the likely period of crossing the turnover limit for applicability of excise duty at full rate.  If they are authorised dealers/distributor/agent of the manufacturer, they should indicate their Central Excise Registration Number and confirm whether they will be issuing Modvatable invoices under Central Excise rules,  for the materials they supply.

8.  SALES TAX: The tenderers must specify the rate of Tamil Nadu    General Sales Tax (VAT) applicable on their product. For inter-state sales, please specify the percentage of Sales Tax payable. For concessional Sales Tax we shall be issuing Form – C.

9.   PAYMENT  TERMS:  Payment   will   be   released   on  acceptance  within  a credit period of 30 days from the date of receipt of the material and the payment will be settled only by way of account payee Cheque/MC Cheque/RTGS.

10. DELIVERY SCHEDULE: The delivery schedules will be incorporated in the terms and conditions annexed to our Purchase Order and it should strictly be adhered to.  The tenderer should specify in their offer, the lead-time required by them for executing the order.  For any change in the supply schedule, sufficient advance intimation should be given on either side.

11. RISK PURCHASE:  In case of supplier fails to supply the material as per the quality specification and as per the delivery schedule, TEL reserves the right to cancel the order and go for Risk  Purchase. The extra cost involved in procuring the material from alternative sources will be recovered from the supplier.
12. ACCEPTANCE OF MATERIAL: Material will be accepted

     after QualityControl tests/Plant trials at our

     factory.  In case of any deviation in the

     quality/specification of the material supplied, the

     material is liable for rejection in toto/part. The 

     test reports  of our Quality Control Dept. is final.

     The rejected material should be cleared from our 

     Premises within 7 days from the date of our

     intimation at suppliers' risk and cost.  The supplier

     should also submit batch samples before despatch of 

     the materials, if required by us.

13. MODE OF DESPATCH  : We shall agree to receive the material only by Lorry/Trucks and Tankers as applicable.  The vehicle should report at our factory before 14.00 hours on Working Days.  If any truck reports after the above-stipulated time, the material will be unloaded only on the next working day. We will pay no detention charges for detention due to late arrival of the vehicles.

14.  TEL reserves the right to accept (or) rejects all or any of the offers without assigning any reason therefore.  This is only an enquiry and not an order for supply.
 15. The rate given in the offer is final and no further

          commercial negotiation will be held.  However, if 

          the price quoted are higher than the market price,

     TEL reserves the right to call the parties concerned for

negotiating the price and other terms before   placementof order.

16. JURISDICTION IN CASE OF DISPUTE : Any dispute arising

     out of this contract, will be settled only in Vellore 

     Jurisdiction.

17. SECURITY DEPOSIT  : The contractor should furnish        Security Deposit equivalent to 5% of the order value        within 7 days from the date of receipt of order either in the form of D.D. (or) in the form of irrevocable Bank Guarantee obtained from a scheduled Commercial Bank valid up to the contract period with 3 months claim period.
18.     General : Kindly superscribe the envelope containing your 

     offer as below : 



Date of Enquiry  

  :
………….…………………..



     Name of the material  :  ……………………………...



Enquiry No.
            :  ….………….………………..

        Due Date                      :  ………………………………
************

PROFORMA FOR SUBMISSION OF PARTICULARS OF CONTACT PERSONS & OTHER DETAILS TO BE FURNISHED BY THE TENDERER ALONG WITH THE TENDER:

--------------------------------------------------------

1.  NAME OF THE MATERIAL   :

2.  NAME OF THE VENDOR     :

    

          ADDRESS  :          OFFICE               FACTORY






     -----------
          --------------

3. PHONE / FAX No. /E MAIL ID:

4. CONTACT PERSON            :

5. CENTRAL EXCISE REGN.No./

    CENTRAL EXCISE RANGE/    :

    DIVISION/COLLECTORATE 

   a) E.C.C. No.             :

   b) T.S.H. Number of the

                   product   :

6. SALES TAX REGN. No.       :

   a)  STATE (VAT)           :

   b)  CENTRAL               :  

7. ANNUAL TURN OVER FOR THE PAST THREE YEARS:

    YEAR         


           TURN OVER (RS.)

   2006 - 2007        

:

   2007 - 2008        

:

   2008 - 2009        

:

8.  IF YOU ARE SSI UNIT, 

    FURNISH SSI REGN.No.;     :

9.  WHETHER THE ITEM

    PRODUCED BY YOU IS        :

    RESERVED

    RELEVANT G.O. No. &

              DATE            :

10. DETAILS OF PREVIOUS WORKS EXECUTED FOR THE PAST THREE YEARS (Enclose copy of Contracts for each of the works)

P.O.No.
      CUSTOMER      

NATURE OF THE           VALUE

     & DATE  

                     
WORK EXECUTED

    ------------------------------------------------------------

11. NAME OF THE PERSON

      (Owner / Partner /   
  :

      Chief Executive)           

      ADDRESS          

  :

      TELEPHONE/FAX/E MAIL ID   : 

12.  BANKING

        : 

     (Please furnish the Acctount No. & 

Name of the Bank  to whom the

cheque has to be forwarded )

   




Signature of The Tenderer with Seal

PROFORMA FOR SUBMISSION OF QUOTATION BY SUPPLIER 

---------------------------------------------------------

( To be submitted by tenderers in their Letter Heads )

NAME OF THE COMPANY


::

E mail ID




::

Name of the Material      
:

Offer No.
                    :

Date   


       
:

1)  Basic Price 
          :: Rs.

2)  Excise Duty @             :: Rs.

3)  VAT/ Sales Tax @

:: Rs.

4)  Other Taxes (if any)      :: Rs.

5)  Freight                   :: Rs.

 F.O.R. Price for 

 Delivery at TEL 
       
:: Rs.

 Factory/Vellore






    ==========================

Signature of the Tenderer with Seal

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  ALUMINIUM ROD – 9.52  mm     -  

FOR   DETONATORS 

	Sl. No.
	PARAMETERS
	REQUIREMENT



	1
	Apperance
	Gloomy, clean, non porous and free from physical damages.

	2
	Manganese Content  
	            0.9  to  1.4%

	3
	Magnesium 
	Max.        0.3%

	4
	Aluminium  Content
	Min.       97.0%

	5
	Silicon 
	Max.        0.5%

	6
	Iron
	Max.        0.6%

	7
	Copper
	Max.        0.1%

	8
	Chromium
	Max.        0.05%

	9
	Zinc
	Max.        0.2%

	10
	Titaneum
	Max.         0.1%

	11
	Dia
	9.52 mm  +  0.00

                -  0.05      

	12
	Tensile Strength
	Max.       14  kg/mm2

	13
	Elongation (100 mm Gauge Length)
	Min.        25.0%

	14.
	Hardness
	          25  to  30  BHN

	15
	Press Test
	No layer and crack shall appear and all slug faces should remain soft.

	16
	Packing
	ID     Min,     400  mm

OD    Max.    700  mm

Height           150  mm

Weight           40 – 50 kg.

Coils should be wound with gunny bags,  Winding should be clockwise and should avoid entangling with the other turn.


The material should meet the requirements with out  fail.

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  ACETONE   FOR   DETONATORS  

(To meet IS 170 – 1976 )

	Sl. No.
	PARAMETERS
	REQUIREMENT



	1
	Appearance
	The material shall be clear and free from suspended matter.

	2
	Colour
	Max.      25  Hazen  Units

	3
	Purity
	Min.             99.0%

	3
	Moisture
	Max.             0.5%

	3
	Relative Density at 27/27o C
	                 0.784 – 0.786

	4
	Distillation range
	Not less than 95% to distil within 1o C including 56.1o C (Temperature being corrected for a pressure of 760 mm Hg)

	5
	Residue on evaporation   
	Max.     0.004  gm/100 ml

	6
	Acidity (as Acetic Acid)  
	Max.       0.002   gm/100 ml

	7
	Alkalinity, Permanganate and Alcoholic Impurities
	The material shall pass the respective test.

	8
	Packing
	The material shall be supplied in sound and clean MS barells.


The material should meet the requirements with out  fail.
TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF COPPER  WIRE-  1.70mm for K.P  m/c

	Sl. No.
	PARAMETERS
	REQUIREMENT

	1
	Appearance
	Material shall be wound in coil and shall be free from surface contaminations . The wire surface should be shiny and free from physical damages

	2
	Wire , Dia in mm
	        1.7  ±  0.02  mm

	3
	Tensile  Strength
	15 – 20  Kg/mm2


The material should meet the requirements with out  fail.

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  MICRO CRYSTALINE WAX

FOR EMULSION

	Sl .No
	CHARACTERISTICS
	REQUIREMENTS

	1
	Description
	The material shall consists essentially be solid saturated hydro carbons from petroleum homogenous in appearance and free from any foreign matter, objectionable odour and shall give on melting a clear liquid free from water dirt and other visible impurities.

	1
	Drop Melting Point
	           78   -    84  o C


TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  PARAFFIN WAX  -

FOR EMULSION   ( To meetIS    7401 – 1987 ) 

	Sl .No
	CHARACTERISTICS
	REQUIREMENTS

	1
	Description
	The material shall consists essentially be solid saturated hydro carbons from petroleum homogenous in appearance and free from any foreign matter, objectionable odour and shall give on melting a clear liquid free from water dirt and other visible impurities.

	2
	Melting Point
	           60  ± 5 o C

	3
	Acidity  
	Max. 0.10 mg KOH/gm

	4
	Loss on drying at 90o C
	           Max. 0.5%

	6
	Saponification value
	           Max.1.0

	7
	Ash  Content
	           Max. 0.03%


The material should meet the requirements with out  fail

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF SODIUM  PERCHLORATE MONOHYDRATE

FOR EMULSION

	Sl .No
	CHARACTERISTICS
	REQUIREMENTS

	1.
	Appearance
	White Crystals

	2
	Purity (as NaClO4H2O.​) 
	Min.98.5%

	3.
	Chlorides( as   NaCl)
	Max 0.1 %

	4.
	Chlorates(as  NaClO3)
	Max 0.5 %

	5.
	Sulphates( as SO4)
	Max 0.05 %

	6.
	Free Moisture ( as H2O)
	Max 1.5 %

	6


	Solubility at 55 ° C
	          73.94  %


The material should meet the requirements with out  fail.

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF ALUMINIUM FLAKE POWDER  FOR SLURRY

	Sl. No.
	PARAMETERS
	REQUIREMENT

	1.
	Description              
	The material shall be  free from grit & foreign matter.

	2
	Volatile Matter at 80o C
	Max.  0.5%

	3
	Total Aluminium  Content 

[By EDTA Method]
	Min. 88.0  

	4
	Apparent Density
	 0.2  to 0.25   gm/cc

	5
	Water Coverage
	  11500   ±  1000   

                      sqcm/gm

	6
	Sieve  Pass through 325 Mesh
	Min.   97.0%

	7
	Presence  of  Organic  Matter
	  3.5  ±   0.5%  


The material should meet the requirements with out  fail.
TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF SODIUM  NITRATE –

 FOR EMULSION AS PER IS   12681 – 1989

	Sl. No.
	PARAMETERS
	REQUIREMENT

	1.
	Description
	The material shall be in the form of free flowing, fine colourless crystals, and free from grit & foreign matter.

	2
	Moisture Content
	Max.  0.5%

	3
	Insolubles in Water
	Max.  0.03%

	4
	Chlorides, (as Cl)
	Max.  0.1%

	5
	Nitrities,  (as NaNO2)
	Max.  0.05%

	6
	Sulphates (as Na2SO4)
	Max.  0.25%

	7
	Perchlorate (as NaClO4)
	Max.  0.05%

	8
	Iodates (as NaIO3)
	Max.   0.02%

	9
	Ammonium  Compounds (as NH4NO3)
	Max.  0.05%

	10
	Total Calcium and Magnesium or Compounds of these matels as Oxides.
	Max.  0.05%

	11
	PH of 10% Solution
	5.5  to  7

	12
	Purity (on dry basis)
	Min.   99%


The material should meet the requirements with out  fail.
TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  NITRIC ACID (To meet IS 264-1976)

	Sl. No.
	PARAMETERS
	REQUIREMENT



	1
	Description
	The material shall be of not darker than pale brown in colour and free from visible and foreign matter

	2
	Total Acidity (as HNO3)
	Min. 98.0%

	3
	Residue on Ignition
	Max. 0.001%

	4
	Chlorides (as C1)
	Max. 0.001%

	5
	Sulphates (as H2SO4)
	Max. 0.005%

	6
	Nitrous Acid (HNO2)
	Max. 0.02%

	7
	Heavy metals
	Should be NIL


TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF  GALVANIZED IRON WIRE     -   (25.5 SWG)

FOR   DETONATORS 

	Sl. No.
	PARAMETERS
	REQUIREMENT



	1
	Appearance
	Wire coating must be smooth & flat  without any bubbles and visible nicks and free from rust.

	2
	Diameter
	            0.45  -  0.48 mm

	3
	Resistance
	            0.5 to 0.8 ohm/meter

	4
	Tensile Strength
	         30.0  -  45.0  kg/mm2

	5
	Elongation 
	Min.        8 .0%

	6
	Coating Protection
	To Pass the Test No.1

	7
	Adhesive Strength of  Alloy to Wire
	To Pass the Test No.2

	8.
	Twist on 3” (Double Wire)
	Min. 40.0 To Pass  Test No.3

	9.
	Packing
	5 kg. weight to be packed in Poly and Jute bags.


Test No.1  :   A sample (40 cm Length) of Wire dipped in the solution for 10 minutes 

                      should not develop any big blue spots.    (Solution  -  7.5 gm Gelatine + 1 

                      gm Potassium Ferro Cynate + 0.5 gm NaCl + 100 ml  H2O)

Test No.2  :   On the device for testing of Wire bending, the 40 cm length sample is bend 

                      an angle of 90o to both sides until it is completely broken.  If the coating is  

                      not peeled off on the place of breaking this property of wire is satisfactory.

Test No.3  :   A 150 mm length sample of wire is folded into two equal halves.  Twists 

                      are given at uniform rate the wire should not break before 40 twists are   

                      given.

The material should meet the requirements with out  fail.

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF POLYPROPYLENE  YARN     950   DN

    FOR   DETONATORS  

	Sl. No.
	PARAMETERS
	REQUIREMENT

	1
	Appearance
	The yarn shall be zero Twist , free from knots with no bulges and thickness as uniform as possible .The fibrillation level will consist of a Uniform overlapping fibrillation Matrix , commonly referred to as “Medium ” Fibrillation. The yarn surface shall be fully penetrated. Fibrillation matrix shall be intact and shall not have an excessive number of broken filaments

	2
	Breaking  Load
	Min   3.5   kgs.

	3
	Denier  ( g / 9000 m)
	950  ±  45

	4.
	Colour
	White


The material should meet the requirements with out  fail. 
.

TAMIL NADU INDUSTRIAL EXPLOSIVES LIMITED, VELLORE – 632 059

SPECIFICATION OF SUGAR   FOR SLURRY

	Sl. No.
	PARAMETERS
	REQUIREMENT

	1.
	Description
	The material shall be in the form of white crystals and shall be free from  foreign matter.

	2
	Moisture Content
	Max.  0.5%

	3         
	Ash content
	Min    0.25%

	4
	Matter Insoluble in Water
	Max.  0.5%


The material should meet the requirements with out  fail.

